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Perfectly shape joints

Back-up Foam Rod

	A OTTOCORD PE-B2

Accesories

	A OTTO Screw cap

	A OTTO Corner piece

	A OTTO Cartridge nozzles 
rotatable

	A OTTO Cartridge cutter

	A OTTO Cleaning wipes

Additional products

	A OTTO Anti-Mildew 
Spray

	A OTTO SilOut
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Perfect service

OTTO App

Whether iOS or Android: 
With the OTTO app for smartphones and 
tablets you always have the solution to all 
application issues at your side. Product 
search, consumption calculator, colour 
recommendation, order, contact – and 
if you wish to be informed in good time 
about the latest news, simply activate 
push notifications. 
Download now via the App Store or 
Google Play.

	A All product information is 
available at all times

	A Many useful services regarding 
sealing & bonding

	A For Android and iOS

Download now
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Perfect service

OTTO Training sessions

Do you need a custom training tai-
lored precisely to your applications 
and areas of use? No matter whether 
on site at your company or at our fully 
equipped training centre in Fridolfing, 
our experienced trainers will make sure 
that you are always up to date in all 
matters relating to sealing and bonding. 
In our YouTube video, you will get a small 
insight into our training sessions. 
Find out more now and sign up!

	A Conveyed knowledge and 
technical expertise

	A Exciting content

	A Theory and practical 
applications

Find out more now

https://www.otto-chemie.de/otto-profi-schulungen
https://www.youtube.com/watch?v=WFxAWUW0prY


OTTOFLEX® Compound sealing – 
perfect in a system

You will find more 
information on our 
website or in our 
OTTOFLEX® print media.



OTTOFLEX® 
Protective coating
The ready-to-use composite 
sealing

OTTOFLEX® 
Slurry seal coating
The heavy-duty composite 
sealing

OTTOFLEX®  
Sealing strip
The time-saving composite 
sealing

OTTOFLEX® Sealing  
and decoupling strip
The decoupling 
composite sealing

https://www.otto-chemie.com/en/ottoflex-system-compound-sealing


Quality creates cohesion

OTTO Quick tip: 
The right nozzle length

The inner diameter of the nozzle should approximately correspond to the flank length of the 
smoothing tool. This means the correct amount of sealant is applied.

Use the table below to very easily determine at which point the nozzle needs to be shortened to 
achieve the desired inner diameter.

Please note that there are two different nozzles in the OTTO range: with a long and short nose 
piece. Nozzles with a long nose piece fall apart again when inserted into each other.

Foremost point = 
start of cut,

Inner diameter 
e.g. 10 mm

e.g. 65 mm

Jo
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w
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th
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 m

m

Wall

Inner diam
eter 

of the nozzle = 10 m
m

Smoothing tool
10 mm or 11 mm

Nozzle with a short nose piece

Internal diameter Nozzle length

4 mm 102 mm
5 mm 96 mm
6 mm 90 mm
7 mm 84 mm
8 mm  78 mm
9 mm 71 mm

10 mm 65 mm
11 mm 59 mm
12 mm 53 mm
13 mm 47 mm

Nozzle with a long nose piece

Internal diameter Nozzle length

4 mm 98 mm
5 mm 91 mm
6 mm 85 mm
7 mm 78 mm
8 mm 71 mm
9 mm 65 mm

10 mm 58 mm
11 mm 51 mm



OTTO Quick tip



For information relating to certifi cation marks, please see www.otto-chemie.com under the heading 
 “Information on Certifi cation Marks”. The requirements and test criteria of the DGNB and LEED can be found 
on www.dgnb.de and www.german-gba.org. Please note that these companies do not evaluate our 
 individual products, but the sustainability as a whole of each complete building project.

The information in the present document corresponds to the status quo on going to print, (refer to the index 
on the outside back cover). With a new edition this edition becomes invalid. Due to the many possible infl uences 
during and after application, the customer always has to carry out trials fi rst. Please observe the respective 
technical data sheet! This information is available on the Internet at www.otto-chemie.com. Errors and 
 typographical errors are excepted.

Front Desk
B +49 8684 908-0 Monday to Thursday from 7:00 am – 4:00 pm
D +49 8684 908-1840 and Friday from 7:00 am – 1:00 pm
C info@otto-chemie.com

Product and Application Consulting
B +49 8684 908-4300 Monday to Thursday from 7:00 am – 4:00 pm
D +49 8684 908-1830 and Friday from 7:00 am – 1:00 pm
C technical.service@otto-chemie.com

Orders
B +49 8684 908-3300 Monday to Thursday from 7:00 am – 4:00 pm
D +49 8684 908-1810 and Friday from 7:00 am – 1:00 pm
C order@otto-chemie.com

Hermann Otto GmbH 
Krankenhausstr. 14 · 83413 Fridolfi ng, Germany
Tel.: +49 8684 908-0 · info@otto-chemie.com · www.otto-chemie.com

Follow us on Social Media:

@OTTOCHEMIE
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