
Hermann Otto GmbH
Krankenhausstr. 14
83413 Fridolfi ng, Germany
Tel.: +49 8684 908-0
info@otto-chemie.com
www.otto-chemie.com

For information relating to certifi cation marks, please see www.otto-chemie.com 
under the heading „Information on Certifi cation Marks“. The requirements 
and test criteria of the DGNB and LEED can be found on www.dgnb.de and 
www.german-gba.org. Please note that these companies do not evaluate our 
individual products, but the sustainability as a whole of each complete building 
project.

The information in the present document corresponds to the status quo on going 
to print, refer to the index. With a new edition this edition becomes invalid. Due to 
the many possible infl uences during and after application, the customer always 
has to carry out trials fi rst. Please observe the respective technical data sheet! 
This  information is available on the Internet at www.otto-chemie.com. Errors and 
typographical errors are excepted.

Follow us on Social Media:

@OTTOCHEMIE

OTTO product information
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Quality creates cohesion

 A Smaller bonding width

 A ETA-certified safety

 A Safe and durable bonding

 A For mechanical 
processing

OTTOCOLL® S 645
The premium 2-component 
silicone for structural glazing

 A Weatherproof

 A Insulating glass

 A Laminated safety glass

 A Very good workability

Applications

 A Sealing of  
weather-resistant 
glass constructions

 A Sealing on 
glass elements

 A Sealing on insulating 
glass units

The perfect partner 
for sealing  
OTTOSEAL® S 7

OTTO product tip!

Find out more about 
OTTOSEAL® S 7
You can find more information 
about the product on our website 
www.otto-chemie.com or in the 
OTTO app.

-VEC
n° 4763



2-component silicone adhesive and sealant 
based on alkoxy neutral condensation, 
cross-linking 
for indoor and outdoor application

Reduction of the bonding width 
by up to 30 %
With its extremely high dynamic tensile 
strength of 0.2 N/mm² (compared to  
conventional SG adhesives of 0.14 N/mm²), 
with OTTOCOLL® S 645 the bonding width 
can be reduced by up to 30 % (for supported 
designs).

A smaller bonding width automatically means 
more light incidence, more transparency and 
more stored solar energy – which leads to more 
warmth and energy savings.

OTTOCOLL® S 645 can be produced in 
 different ETA-certified shades by agreement.

The high-performance 
SG adhesive

The applications  
at a glance

Material savings
The high-performance SG adhesive not only allows for 
smaller bonding widths, but also material savings.  
A bonding width that is up to 30 % less means savings 
of up to 30 % in bonding materials.

Find out more about  
OTTOCOLL® S 645
You can find more information 
about the product on our website  
www.otto-chemie.com or in the  
OTTO app.

ETA-certified safety

Safe and durable bonding

For mechanical 
processing

Smaller bonding width

Bonding and sealing 
of glass, wood, metal 

and plastics

Bonding of structural 
glazing elements

For adhesive bonding 
subject to building 

supervision approval

Bonding and sealing of glass, wood,  
metal and plastics

For adhesive bonding subject to building 
supervision approval

Bonding of structural glazing elements


